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Hemodialysis (HD) is a highly efficient treatment that is widely applied to patients with end-stage kidney 
disease. However, HD has problems such as rapid changes in body fluid composition and difficulty in treatment 
at home. In this study, we developed a portable gel module consisting of adsorbent-embedded spherical gels as a 
novel blood purification device in which the rate of solute removal can easily be controlled. In addition, a pump-
less blood purification system was successfully constructed by combining the gel module with a membrane filter. 




















イオン交換水 200 mL に塩化ナトリウムとゲルライト®
粉末をそれぞれ 1.8 g 溶解し，ゲル溶液を作製した．この
溶液を加熱しながら攪拌し，90 ℃に達したところで粉末状
活性炭 2.0 gを添加した．室温で 65 ℃前後まで冷却した後
に球形の型（直径：20 mmφ）に注ぎ入れ，冷蔵庫内（4 ℃）
で 20 時間冷却した．得られた活性炭包埋ゲルを円筒容器













図 1 実験装置 
 
表 1 膜型濾過器として用いた血液浄化器 












































透水性を表す指標に濾過係数 Lp [mL/(min m2 mmHg)]と







































除去実験における 120 min から 480 min の CBiを用いて算
出した初期クリアランスと血液浄化器の圧力損失の関係














図 2 血液浄化器入口濃度の経時変化 
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